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Al density0.273

Data shown below the insert  section  is the weight  per metre in Kg
Flat bar

Tube 5 5 10 5 8 6 6 6 6

WIDTH HEIGHT LENGTH
No of 
MOULDS

Insert 
dia 001080706033.411373.065202210186

33 30 1760 5 2.6 2.6 2.5 2.4
40 40 1530 1 4.3 4.2 4.2 4.1
42 42 1360 13 4.7 4.7 4.6 4.5
50 65 1375 5 8.8 8.7 8.7 8.6 8.5 Data not applicable to these sections
51 51 1210 9 7.0 7.0 6.9 6.8 6.7
51 51 1620 10 7.0 7.0 6.9 6.8 6.7
51 51 2070 1 7.0 7.0 6.9 6.8 6.7
55 60 1130 19 8.8 8.7 8.2 8.6 8.5 9.0
60 60 1660 4 9.6 9.5 9.0 9.4 9.3 9.8
60 60 1715 2 9.6 9.5 9.0 9.4 9.3 9.8
60 75 1155 11 12.1 12.0 11.4 10.9 11.9 11.7 12.3
65 65 1580 11 11.2 10.7 10.2 11.1 11.0 11.5
65 65 1110 5 11.2 10.7 10.2 11.1 11.0 11.5
65 70 1520 5 12.1 11.6 11.1 12.0 11.9 12.4
65 95 1210 2 16.5 16.0 15.5 16.4 16.3 16.9 16.2 16.9
70 70 1570 3 13.1 12.5 12.0 13.0 12.8 13.4 12.7 13.4
75 75 1510 12 15.0 14.5 14.0 14.9 14.8 15.4 14.7 15.4
80 95 1000 1 20.4 19.9 19.4 20.3 20.2 20.7 20.1 20.7
85 85 1410 2 19.4 18.9 18.4 19.3 19.2 19.7 19.0 19.7 18.7
90 90 1400 3 21.8 21.3 20.8 21.7 21.6 22.1 21.4 22.1 21.1
90 90 2825 4 21.8 21.3 20.8 21.7 21.6 22.1 21.4 22.1 21.1
101 101 2525 4 5.627.629.628.722.728.723.724.721.02
101 101 1905 4 5.627.629.628.722.728.723.724.721.02
101 101 2020 4 5.627.629.628.722.728.723.724.721.02
101 101 3020 10 5.627.629.628.722.728.723.724.721.02
105 105 2525 1 8.820.921.921.034.921.036.927.923.22
114 114 2240 5 2.433.435.435.538.435.539.431.537.72
114 114 2520 1 2.433.435.435.538.435.539.431.537.72
120 105 1170 4 1.333.334.334.437.334.439.330.436.62
120 120 1430 2 0.832.833.833.936.833.938.839.835.13
132 127 1865 2 1.445.446.448.448.541.548.542.544.540.83
132 127 2480 5 1.445.446.448.448.541.548.542.544.540.83
132 127 1865 1 1.445.446.448.448.541.548.542.544.540.83
135 135 1710 2 1.844.846.848.848.941.948.942.943.940.24
143 143 2190 2 48.0 44.4 55.4 55.3 55.8 55.1 55.8 54.8 54.7 54.5 54.2
145 160 2830 2 55.5 51.9 62.9 62.8 63.3 62.7 63.3 62.4 62.2 62.0 61.7
155 60 1980 4 17.6 14.0 25.0 24.8 25.4 24.7 25.4 24.4 24.2 24.1 23.8
160 160 2650 3 62.1 58.5 41.9 69.5 69.3 69.9 69.2 69.9 68.9 68.7 68.6 68.3
160 165 1325 1 64.3 60.6 44.1 71.7 71.5 72.1 71.4 72.1 71.1 70.9 70.8 70.4
164 164 2590 3 65.6 62.0 45.4 73.0 72.9 73.4 72.7 73.4 72.4 72.3 72.1 71.8
170 170 2770 3 71.1 67.5 50.9 78.5 78.4 78.9 78.2 78.9 77.9 77.8 77.6 77.3
175 65 1510 4 23.3 19.6 3.0 30.6 30.5 31.1 30.4 31.1 30.1 29.9 29.7 29.4
180 105 2285 3 43.8 40.2 23.6 51.2 51.1 51.6 50.9 51.6 50.6 50.5 50.3 50.0
180 185 1545 2 83.1 79.5 62.9 90.5 90.4 90.9 90.2 90.9 89.9 89.8 89.6 89.3
185 160 2660 3 73.0 69.4 52.8 80.4 80.3 80.8 80.1 80.8 79.8 79.7 79.5 79.2
185 160 1720 2 73.0 69.4 52.8 80.4 80.3 80.8 80.1 80.8 79.8 79.7 79.5 79.2

Round bar

40 50

185 160 1720 2 73.0 69.4 52.8 80.4 80.3 80.8 80.1 80.8 79.8 79.7 79.5 79.2
185 165 1725 1 75.5 71.9 55.3 82.9 82.8 83.3 82.7 83.3 82.4 82.2 82.0 81.7
190 190 3260 5 90.8 87.1 70.5 98.1 98.0 98.6 97.9 98.6 97.6 97.4 97.2 96.9
200 115 2130 1 55.0 51.4 34.8 62.4 62.2 62.8 62.1 62.8 61.8 61.6 61.5 61.2
210 180 3360 1 95.4 91.8 75.2 102.8 102.6 103.2 102.5 103.2 102.2 102.0 101. 9 101.6
210 210 1340 4 112.6 109.0 92.4 120.0 119.8 120.4 119.7 120.4 119.4 119.2 11 9.1 118.8
210 210 2995 5 112.6 109.0 92.4 120.0 119.8 120.4 119.7 120.4 119.4 119.2 11 9.1 118.8
210 215 3150 6 115.5 111.8 95.2 122.9 122.7 123.3 122.6 123.3 122.3 122.1 12 1.9 121.6
215 195 2600 1 106.7 103.0 86.4 114.0 113.9 114.5 113.8 114.5 113.5 113.3 11 3.1 112.8
215 215 3025 1 118.4 114.8 98.2 125.8 125.6 126.2 125.5 126.2 125.2 125.0 12 4.9 124.6
215 220 3030 5 121.3 117.7 101.1 128.7 128.6 129.1 128.4 129.1 128.1 128.0 1 27.8 127.5
225 225 3170 7 130.4 126.8 110.2 137.8 137.7 138.2 137.5 138.2 137.2 137.1 1 36.9 136.6
225 230 3180 3 133.5 129.8 113.3 140.9 140.7 141.3 140.6 141.3 140.3 140.1 1 40.0 139.6
230 230 3140 3 136.6 133.0 116.4 144.0 143.9 144.4 143.7 144.4 143.4 143.3 1 43.1 142.8
235 235 3000 1 143.0 139.3 122.7 150.4 150.2 150.8 150.1 150.8 149.8 149.6 1 49.5 149.1
240 240 3330 3 149.5 145.8 129.2 156.8 156.7 157.2 156.6 157.2 156.3 156.1 1 55.9 155.6
250 250 2340 1 162.8 159.2 142.6 170.1 170.6 169.9 170.6 169.6 169.5 169.3 1 69.0
250 250 2685 2 162.8 159.2 142.6 170.1 170.6 169.9 170.6 169.6 169.5 169.3 1 69.0
250 250 3320 2 162.8 159.2 142.6 170.1 170.6 169.9 170.6 169.6 169.5 169.3 1 69.0
250 250 3030 1 162.8 159.2 142.6 170.1 170.6 169.9 170.6 169.6 169.5 169.3 1 69.0
250 250 3030 3 162.8 159.2 142.6 170.1 170.6 169.9 170.6 169.6 169.5 169.3 1 69.0
255 240 3320 2 159.3 155.6 139.1 166.5 167.1 166.4 167.1 166.1 165.9 165.8 1 65.4
255 250 3320 1 166.2 162.6 146.0 173.5 174.0 173.4 174.0 173.1 172.9 172.7 1 72.4
255 250 2690 2 166.2 162.6 146.0 173.5 174.0 173.4 174.0 173.1 172.9 172.7 1 72.4
255 270 3340 1 180.2 176.5 159.9 187.4 188.0 187.3 188.0 187.0 186.8 186.7 1 86.3
260 250 2710 1 169.7 166.0 149.4 176.9 177.5 176.8 177.5 176.5 176.3 176.1 1 75.8
260 260 2450 1 176.8 173.1 156.5 184.0 184.5 183.9 184.5 183.6 183.4 183.2 1 82.9
260 260 1765 1 176.8 173.1 156.5 184.0 184.5 183.9 184.5 183.6 183.4 183.2 1 82.9
260 260 3350 2 176.8 173.1 156.5 184.0 184.5 183.9 184.5 183.6 183.4 183.2 1 82.9
270 250 2750 1 176.5 172.8 156.3 183.7 184.3 183.6 184.3 183.3 183.1 183.0 1 82.6
270 270 2765 1 191.2 187.6 171.0 198.5 199.0 198.3 199.0 198.0 197.9 197.7 1 97.4
305 150 1390 4 117.1 113.5 96.9 124.4 124.9 124.2 124.9 123.9 123.8 123.6 12 3.3
320 320 2690 1 9.7722.8724.8726.8726.9729.8725.1521.8628.172

Anodes can be designed to using above cross section s and the weight per metre depending on the insert type selected.

Platform Anodes with Stando� Flush Mount Tank anode

Anode 


